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Main Features Attaching to an MC70/75 Detaching from the MC70/75 Using the Smartcard 1060

The smartcard is inserted from the bottom of the Smartcard 1060 unit. The contacts
should face downwards. When the reader is powered, the green LED on the unit is on.
When communication with a smartcard is being conducted the green LED flashes at a

+ MC70 Mating Connector fixed rate. A smartcard should not be removed while the green LED is flashing.
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+ Correct orientation; the smartcard
contacts are facing downwards.

Smartcard 1060
1060-01-SO-MC70-CSC
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. Align the slots on the MC70/75 with
the guides on the spring clips of the
MC70/75

1. Remove the latch locking screws
if fitted
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Slide the Smartcard 1060 on to the
MC70/75 ensuring the MC70/75
aligns with the MC70/75 mating
connector on the Smartcard 1060.
The spring clips will push out and
then clip in as the MC70/75 locks

2. Squeeze the spring clips together
by pressing on the latch locking
screw holes

+ Incorrect orientation; the smartcard
contacts are facing upwards.

into place
+ Latch Locking
Screw Hole o 3. Slide the Smartcard 1060 off
+ Spring Clip the MC70/75
+ Card slot. Insert card
with gold contacts
4 facing down - . Pl ol The functionality of the Smartcard 1060 is controlled by application software running on the
+ Docking Connector OEGIBEMEPErMAancItnSalalont MCT70/75. For support on applications running on the MC70/75 please contact the
M2x6mm pan head Pozidrive screws software vendor.
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