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ePassport Queue Buster for Motorola MC70/75/75A 

 

+ Features and Benefits 

 Mobile reading of ePassports 

 Embedded OCR-B swipe reader 

 Highly accurate fast reading of passport MRZ 

 High speed contactless reading of Data Group Files 
using Basic Access Control 

 Removable snap-on device 

 Docks with standard MC70/75/75A single  
slot cradle and charger 

 

+ Applications 

 Queue busting at airport check-in 

 Police identification checks 

 Passport checks around airports 

 Boarding gate passport checks 

 

 

 

 

 

 

 

 

  

+ This compact snap-on reader integrates both an OCR-B swipe reader for the Machine Readable Zone (MRZ) of a Passport 

with a contactless RFID reader to communicate with the embedded chip in ePassports. 

+ The reader can be used with all product variants of the Motorola MC70/75/75A  to provide mobile ePassport reading 

functionality 

+ The reader can be used to provide an electronically generated passenger manifest as well as being able to fully read the 

embedded contents of the ePassport RFID chip 

+ The small snap-on device can be semi-permanently attached to the Motorola MC70/75/75A whilst retaining compatibility with 

the single slot charger cradle as well as a variety of other Motorola accessories for the handheld device allowing the Motorola 

terminal  to be charged with the snap-on attached 

+ A standards based solution simplifies application development using the API and SDK available for this product 

+ Activesync over USB supported 

+ The contactless smartcard reader provides the ability to read and write to a wide variety of transponders at 13.56MHz 

compliant to ISO 15693, ISO 14443A, ISO 14443B and HID iClass
®
 

PART NO. 

ePassport Queue Buster – 1092-01-SO-EPQB 
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Part No. 

ePassport Queue Buster – 1092-01-SO-EPQB 

 

Contactless Interface  

RF Transmit Frequency 13.56MHz 

Supported contactless cards 

 ISO 15693 

 ISO 14443A 

 ISO 14443B 

 Philips MIFARE
®
, DESFIRE

®
, MIFARE Prox

®
, SMART 

MX, ICODE
®
 

 HID iClass
®
 

Reading distance Up to 4cm 

 

OCR-B reader  

Read formats 
Machine readable passports (MRP), visas (MRV) and travel cards 
conforming to ICAO 9303, US Resident Alien cards, European national 
ID cards, APACS debit and credit documents, E13B and OCR-B fonts 

Direction of read Bi-directional 

 

Physical Characteristics  

Dimensions 90x82x44mm (3.54”x3.23”x1.73”) 

Weight 105g 

Enclosure material Lexan Polycarbonate 

Colour  Black 

Mechanical attachment Snap-on action with optional locking screws 

 

Environmental  

Operating temperature -10°C to +50°C (14°F to 122°F) 

Storage temperature -40°C to +60°C (-40°F to 140°F) 

Humidity Up to 90% Relative humidity Non Condensing 
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Technology Solutions (UK) Limited reserves the right to change its products, specifications and services at any time without notice.  

Technology Solutions (UK) Limited provides customer assistance in various technical areas, but does not have full access to data concerning 

the uses and applications of any customers products. Therefore, Technology Solutions (UK) Limited assumes no responsibility for customer 

product design or for infringement of patents and/or the rights of third parties, which may result from assistance provided by Technology 

Solutions (UK) Limited. 
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